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10X10 TOP VIEW DECOFLEX

TECHNICAL DRAWING

Flexible linear organic shaped lighting fixture

Dimensions (W/H):

Entire Reel Length:

Bin/Step:

Operating Temperature:

IP Rating:

Voltage:

Storage Temperature:

Lumen Maintenance:

Dimming Options:

Cutting Interval:

Warranty:

Lifetime:

10mm / 10mm

5m

2-Step Macadam Ellipse

-25°C to 40°C

IP67

24V

-40°C - 80°C

LM80

Non Dim / Mains Dim / 
1-10V / DALI

100mm

5 Years

50,000 Hrs
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Power/M (W)

48 52 61 6163 5756 62

10.6 10.5 10.5 10.210.5 10.210.1 9

510 549 644 619660 581563 562

Light Efficiency (LM/W)

CRI

CCT

LM/M

1900k 2700k2300k 3500k 5000k4000k 6500k3000k

90

TECHNICAL SPECIFICATIONS

PARTCODE BUILDER

Example Code: NF-10X10-TV-27-90-67-24-CM

NF 6790 24

Model Size View CCT IP RatingCRI

Neon Flex Top View

VOLTS

10X10 TV 19

35

50

65

23

27

30

40
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ACCESSORIES FOR THE DECOFLEX RANGE

End Cap

RGB Splice Connector

RGB End Cable RGB Controller

End Cable

Splice Connector

Side Cable

RGB Jumper

Mounting Clips

Jumper

6X12-ENDCABLE

6X12-SPLICE

6X12-ENDCAP

11X20-RGB-SPLICE

11X20-RGB-ENDCABLE RGB-CTR

10X10-ENDCABLE 10X10-ENDCAP

9.4X10-ENDCABLE

9.4X10-SPLICE

9.4X10-ENDCAP

11X20-ENDCABLE

11X20-SPLICE

11X20-ENDCAP

6X12-SIDECABLE

11X20-RGB-JUMPER

11X20-SIDE CABLE

10X10-SIDECABLE

4X8-CLIP

6X12-CLIP

6X12-JUMPER

10X10-CLIP

10X10-JUYMPER

6X6-CLIP

9.4X10-CLIP

9.4X10-JUMPER

11X20-CLIP

RND-CLIP

11X20-JUMPER
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POWER SUPPLIES

MAINS DIM

NON-DIM

DALI

25W Mains Dim

30W Non-Dim

100W DALI

100W Mains Dim (IP67)

150W Non-Dim

240W DALI

50W Mains Dim

50W Non-Dim

150W DALI

100W Mains Dim

100W Non-Dim

200W DALI

INF-LIN-MD-24V-25W-IP20

INF-LIN-ND-24V-30W-IP20

INF-LIN-DD-24V-100W-IP20

INF-LIN-MD-24V-100W-IP67

INF-LIN-ND-24V-150W-IP20

INF-LIN-DD-24V-240W-IP20

INF-LIN-MD-24V-50W-IP20

INF-LIN-ND-24V-50W-IP20

INF-LIN-DD-24V-150W-IP20

INF-LIN-MD-24V-100W-IP20

INF-LIN-ND-24V-100W-IP20

INF-LIN-DD-24V-200W-IP20

100W Mains Dim (IP67)

40W Non-Dim (IP67)

200W DALI SLV

*Other options are available

320W Non-Dim (IP67)200W Non-Dim (IP67)150W Non-Dim (IP67)100W Non-Dim (IP67)

INF-LIN-MD-24V-200W-IP67

INF-LIN-ND-24V-40W-IP67

INF-DALISLV-8A

INF-LIN-ND-24V-320W-IP67INF-LIN-ND-24V-200W-IP67INF-LIN-ND-24V-150W-IP67INF-LIN-ND-24V-100W-IP67
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LED STRIP CAUTION


